
ACCESSORY

Shielded
Intended for test and evaluation purposes
Compatible with Micro-Hybrid Communication Adapter
Compatible with MicroSENS 100-VS with RS485 output

Cable Description

Cable length: 2 m
Sensor connection: angled M12, 5-pin connector
Interface connection: FMC 1.5/5-ST-3.5
Cable material: PUR

M12 5-pin
connector Color Specification FMC 1.5 /

5-ST-3.5

1 Brown Tx / A+ 4

2 White Rx / B- 3

3 Blue GND with shield 5

4 Black VCC 1

5 Gray Current OUT    2

MicroSENS connector cable
RS485
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GAS SENSORS MH SHOP
shop.micro-hybrid.com

Online shop for IR components and sensors. Filter products simply by
selecting the desired properties and request your quotation.

7812.21-2.40

Cable overview
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Disclaimer

All rights reserved. All information in this data sheet is based on
latest knowledge, results of practical experience and tests carried
out. Earlier specifications are hereby invalid. All specifications –
technical included – are subject to change without notice. It is the
customer’s responsibility to ensure that the performance of the
product is suitable for customer’s specific application. No liability is
accepted for indirect damage, in particular for the use or inability
to use the product. Any liability we may have is limited to the value
of the product itself. 
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